
Start Elevator

    10 150 / G          rev. 4   1/2

Note:  for Travel the total travel of the piston is intended (extratravel enclosed).

Piston travel [m]

DIAGRAM EN 81.2 - COEFF. 1.4
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Characteristics details:
- CHROMED RODS
- SAFETY VALVE INCORPORATED

IN THE BOTTOM OF CYLINDER

DIMENSIONS AND CALCULATING DATA
TELESCOPIC PISTON 50/2

FOR PLATFORMS
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Dimensions
in mm
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* Fixing dimensions on frame

1000 50/2 50/2-G1 MAXIMUM
PRESSURE: 5.0 Mpa
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HANGERS FOR TO FIX THE GUIDE ARMS  50/2 - G1
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1 - Rod 1 mat. C43 De 40 mm
2 - Rod 2 mat. FE510 De 57 mm - Di 47 mm
3 - Cylinder mat. FE510 De 80 mm - Di 70 mm
4 - Cylinder bottom mat  FE510 thread M74 x 2.5 len. 19 mm
5 - Cylinder head mat  FE510 thread M79 x 2.5 len. 27 mm
6 - Rod head mat  FE510 thread M56 x 2 len. 22 mm
7 - Rod 2 bottom mat  FE510 thread M50 x 2 len. 19 mm
8 - Rod 1 bottom mat  G25 thread M27 x 12 len. 21 mm

DIMENSIONS AND CALCULATING DATA
TELESCOPIC PISTON 50/2

FOR PLATFORMS
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Speed calculation [m/s] connected to Pump flow [litri/min] :
V  = Pump flow  / 113.15

Delivery flow pressure [Mpa]  connected to
Load on the piston  [daN] and Travel [m] :

Ps  = (  6 x Travel  + Load  + 8 ) / 188.6
Oil in circulation [litres], with the rod completely out,
connected to Piston travel [m]
(to compare with the quantity available in the tank)

qc = Travel x 1.9
Oil in the cylinder [litres] connected to Piston travel [m]
(to add to the minimum quantity of the oil in the tank) :

Qt = Travel x 2.8
First rod (the smallest) weight  [daN]
connected to Piston travel [m] :

Ps1 = Travel x 4.94 + 2.5
Second rod weight  [daN]
connected to Piston travel [m] :

Ps2 = Travel x 3.2 + 5.5
Complete piston weight [daN]
connected to Piston travel [m] :

Pt = Travel x 12.7 + 15

Dimensiona
in mm

To see the 08 177 page
for the safety valve

type 1/2" 03027




