
Start Elevator

    01 140 / G           rev. 0   1/1

IN AIR B5 TYPE MOTOR
INPUT CURRENT

CURRENT   ( 30 PCT  TORQUE
OVERLOAD)

NOMINAL CURRENT

DIRECT STARTING
CURRENT

CURRENT   ( 30 PCT  TORQUE
OVERLOAD)

NOMINAL CURRENT

DIRECT STARTING
CURRENT

CURRENT   ( 30 PCT  TORQUE
OVERLOAD)

NOMINAL CURRENT

DIRECT STARTING
CURRENT

50 HZ  THREE  PHASE
SINGLE MOTORS

01 131 /I  rev.  5 ASSORBIMENTO MOTORI IMMERSI

50 HZ  THREE  PHASE
DOUBLE MOTORS

MOTOR  1

MOTOR  2

The current and weight are the sum of Motore 1 and Motore 2 data.

Is possible to reduce the starting current with a sequential starting of the motors, in
this case the starting current to become the sum of the Nominal current
of the Motor 1 + the Starting current of the Motor 2.

THE NOMINAL CURRENTE CORRISPONDS TO MOTOR PLATE DATA , THE +30 PCT TORQUE
CURRENT CORRISPONDS TO REAL INPUT IN FULL LOAD AND LOW OIL TEMPERATURE
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Peso
kg

V KW 4 5.5 7.5 11 15 18.5 22 30 37 45 55 75

14 18 24 36 48 59 69 92 114 136 164 221

18 23 32 47 63 77 89 119 148 176 213 287

112 133 185 260 364 461 529 714 860 1072 1260 1724

7,5 10 13,5 20,4 27,5 33,5 39,5 52,5 65 78 94 127

9,8 13 18 27 36 44 51 68 85 101 122 165

64 76 106 149 209 265 304 410 494 616 724 991

7 9 13 19 26 32 38 50 62 75 90 122

9 12 17 26 34 42 49 65 81 97 117 159

61 73 102 143 201 255 293 395 476 593 697 955

34 46 53 88 104 105 135 220 240 315 410 570
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