
Start Elevator Srl

    01 020 / G           rev. 1   1/1

066 066 066 066 066 / / 2x171.0 / / / / 2x190.0 /

006 006 006 006 006 / / 2x401.0 / / / / 2x380.0 /

005 005 005 005 005 / / 2x670.0 / / / / 2x960.0 960.0

044 044 044 044 044 / / 2x670.0 / / / / 2x160.0 830.0

083 083 083 083 083 / / 912.0 / / / / 761.0 330.0

003 003 003 003 003 / / 401.0 / / / / 380.0 /

052 052 052 052 052 / / 780.0 / / / / 960.0 /

502 502 502 502 502 / / 170.0 / / / / 650.0 /

081 081 081 081 081 / / 260.0 / / / 301.0 50.0 /

051 051 051 051 051 / 801.0 250.0 / / 112.0 680.0 / /

021 021 021 021 021 / 680.0 / / / 861.0 960.0 / /

001 001 001 001 001 / 270.0 / / / 41.0 750.0 / /

0707070707 / 050.0 / / / 890.0 40.0 / /

5555555555 / 930.0 / / / 770.0 130.0 / /

5353535353 / 520.0 / / 551.0 940.0 / / /

5252525252 183.0 / / / 111.0 / / / /

6161616161 342.0 / / 63.0 170.0 / / / /

2121212121 281.0 / / 72.0 350.0 / / / /

88888 121.0 / / 81.0 530.0 / / / /
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01 020 /G  rev.  1 LOSS OF PRESSURE IN THE PIPE

LOSS OF PRESSURE IN THE PIPE

LOSS OF PRESSURE IN bar FOR EVERY PIPE METRE
PUMP

LITRES

RIGID PIPE
Inside Diameter  [mm]

External Diameter  [mm]

FLEXIBLE PIPE
Inside Diameter  [mm]

 Type

OIL CHARACTERISTICS : Viscosity 13.2 °E - Specific weight 0.88 Kg/dm3

The inscription  "x 2" in the grid means one double pipe utilization and it is to
use for to calculate the total loss in the pipes.


